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XA10 Wiring Repair Kit  
for Bose® XA10 Aviation Headset

Step 9: 

Step 10: 

Step 11: 

Step 12: 

Using the screwdriver, remove the 2 screws 
and open up the microphone connector 
housing. This will reveal cable connectors - 
disconnect both harnesses and remove the 
old upper audio cable from the plastic middle 
part.

Note, there are wires on only one side of  
the dual row connector. This orientation  
must be the same when re-installing. 

The old upper audio cable is now removed.

Slide the new black wire harness into holding plas-
tic bracket. Make sure that the wired side of the 
connector will mate with the headset. 

Connect the small 3 pin connector.

Carefully tuck in the wires and lay in the long 
screws that connect to the headset. Reapply the 
cover and install the housing screws. Plug the 
microphone housing back into the headset and 
reattach to the headset using the screws.

Insert the AA battery and snap in place the 
cover of the audio controller.

Congratulations! Your installation is 
complete. Please visit our website and 
submit any questions you might have 
at sales@airgizmos.com.
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Reposition the cover and reinstall the 2 screws.

Reinstall the retainer spring over the plastic control housing.

This concludes replacement of the upper and lower cables  
into the control module. 

We will proceed with attaching the new upper cable to the 
microphone piece in the next steps.
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Step 2: 

Step 3: 

Step 4: 

To begin the process take off the retainer 
spring, and remove the top cover of the 
audio controller unit.

Using the X-Acto knife carefully trim an 
opening in the label to access the Phillips 
screws. Remove the two screws that hold 
the case together.

Carefully lift up the controller cover - 
make sure to not remove it entirely, as it 
is connected to the circuit board below 
with a wire (black on one side and red on 
the other).

Using the X-Acto knife carefully remove 
any hot melt glue so you can disengage 
the connectors. Gently work to loosen 
the wire connectors on both ends of the 
circuit board. 

Remove wire harnesses that connect 
both audio cables to the control unit.

THIS CONCLUDES DISCONNECTING  
OF OLD CABLES FROM THE AUDIO 
CONTROLLER.

Step 5: 

Step 6: 

Step 7: 

Step 8: 

Using the X-Acto knife carefully remove the remainders of the hot 
glue, which was previously used to hold the connectors.

In the later steps (Step 8), we will be using this location to dab a drop 
of new hot glue to re-attach the black wire.

Prepare to connect the new upper and 
lower audio cables.

Twist the wire harness and align with the 
connecting nest of the circuit board. For  
the upper audio cable - make sure the 
wiring goes AROUND the black battery 
contact wire which connects to the circuit 
board. For the lower audio cable - make 
sure that the wiring goes AROUND the 
red battery contact wire which connects 
to the circuit board. 

Position the strain reliefs into the plastic 
housing for each end.

Reapply hot melt glue to the wires and 
connectors being careful not to damage 
the wires. Wait for the glue to cool.

Position the cables neatly in place so  
the cover will not crimp them.

Using the Phillips head scredriver  
remove the 2 screws that connect  
microphone piece to the headphones.

Detach the microphone from the head-
phones.

Remove the retainer spring from the old upper cable and put on the new replace-
ment cable prior to connecting it to the audio controller.


